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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listing, of claims in the 
application: 

Listing of Claims: 

Claims 1-106 (Cancelled) 

107. (Previously presented) A clip for mounting a muntin bar between spaced parallel 
glazing panes of an integrated sash, comprising: 

an upper platform; 

a lower resilient finger extending from a first side of said upper platform generally 
parallel to and underneath said upper platform substantially all the way to a second side of 
said upper platform opposite said first side for releasably mounting said clip to the 
integrated sash; and 

a muntin retainer for engaging the end portion of said muntin bar, said muntin 
retainer projecting from an upper surface of the upper platform at a substantially 90° angle 
that will maintain the main portion of said muntin bar between and in parallel with the 
spaced parallel glazing panes. 

108. (Previously Presented) A clip for positioning at least one of a muntin bar or 
additional glazing pane between a pair of spaced glazing panes, comprising: 

a base, 

a base support including a pair of side walls disposed on a bottom side of the base, 

the base support being adapted to mount the clip in a channel of a spacing and 
mounting structure located between said pair of spaced glazing panes, and 
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a retainer projecting outwardly from and substantially perpendicularly to said base, 
said retainer being adapted to hold said at least one of a muntin bar or additional glazing 
pane. 

109. (Cancelled) 

110. (Currently amended) A clip for mounting, between spaced parallel glazing panes of 
an integrated sash, a muntin bar of a typ e having an end portion for engagement with said 
clip and a main portion for providing a decorative effect visible between said glazing 
panes, said clip comprising: 

an upper platform including an upper surface and a lower surface opposite said 
upper surface; 

a lower resilient finger extending from a first side of said upper platform proximate 
said lower surface and generally parallel to said lower surface substantially all the way to a 
second side of said upper platform opposite said first side, said lower resilient finger 
including a free end portion configured to resiliently couple to a portion of a mounting 
structure of said sash; and 

a muntin retainer for engaging the end portion of said muntin bar, said muntin 
retainer extending away from said upper surface of said upper platform at a substantially 
90° angle that will maintain the main portion of said muntin bar between and in parallel 
with the spaced parallel glazing panes. 

111. (Previously Presented) The clip of claim 1 10 wherein said lower resilient finger is 
configured to flex upon insertion between glazing legs of said mounting structure and 
retain the clip between said glazing legs. 

1 12. (Previously Presented) The clip of claim 1 10 wherein at least one of said upper 
platform and said lower resilient finger is adapted to align said muntin retainer when 
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mounted to said mounting structure despite variations in the dimensions of said mounting 
structure. 

113. (Previously Presented) The clip of claim 1 10 wherein said end portion of said lower 
resilient finger is configured to couple to a locating notch formed in said mounting 
structure. 

114. (Previously Presented) The clip of claim 1 10 wherein said first side and said second 
side are configured to resiliently mount to said mounting structure. 

115. (Cancelled) 

1 16. (Previously Presented) The clip of claim 1 14 wherein said first side and said second 
side of said upper platform are mountable on top walls of glazing legs forming said 
mounting structure. 

117. (Previously Presented) The clip of claim 1 10 wherein said lower resilient finger is 
configured to flex when inserted into a portion of said mounting structure. 

1 18. (Previously Presented) The clip of claim 110 wherein said lower resilient finger is 
adapted to snap-fit to said mounting structure. 

1 19. (Previously Presented) The clip of claim 1 10 wherein said upper platform is 
adapted to snap-fit to said mounting structure. 

120. (Previously Presented) The clip of claim 1 10 wherein said upper platform and said 
lower resilient finger are integral. 
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121 . (Previously Presented) The clip of claim 1 10, wherein said lower resilient finger 
cantilevered from said upper platform. 

122. (Previously Presented) The clip of claim 107 wherein said angle is 90°. 

123. (Previously Presented) The clip of claim 1 10 wherein said angle is 90°. 



